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SINOYQX YQX-1208/800F Cross-linking/Bridging Agent for PU Resin Date Sheet 

 

Designed for coating, laminating, flocking, and printing applications 

 

YQX 1208/800F by SINOYQX is a cross-linking/bridging agent for PU resin, designed for 

two-component polyurethane resin applicable into coating, laminating, flocking, and printing, 

showing better film-forming properties, toughness and adhesion performance, because that During 

the production reaction with hydroxyl and carboxyl groups, the active bonds are evenly and timely 

closed, and a denser network structure is formed after cross-linking; resulting in improving product 

wear resistance, tear strength, water pressure resistance. 

 

Specifications  

Parameter Index  

 1208 800F 

Appearance  transparent viscous 

liquid 

transparent slightly yellow 

viscous liquid 

Solvent  Butanol Butanol 

Solid content (105℃×3h)/℅ ≥85 18 

Viscosity (30℃)/mp.s 150～500  

Free formaldehyde weight/℅ ≤1.0  

Shelf life 6 months(0~40°C) 6 months(0~40°C) 

 

Suggested Formula 

Parameter Index 

Targeted 100 

1208 5 

800F 2 

It is reacted with PU resin at 150°C within 2 minutes. 

 

Packaging: 1208 is packed at 25Kg per plastic barrel; 800F is packed at 20Kg per 

plastic barrel 

Warehousing and transportation: It should be stored in a cool, ventilated and dry 

place, away from fire sources, to prevent rain and moisture. 
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